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2.15
End furnish and install C

D
O

T class 6 aggregate for a 4" depth.
2.20

Reconstruct rolling w
ater dip.

2.21
Reconstruct rolling w

ater dip.
2.27

Reconstruct rolling w
ater dip.

2.30
Reconstruct rolling w

ater dip.
Begin furnish and install C

D
O

T class 6 aggregate for a 4" depth.

2.50
End furnish and install cdot class 6 aggregate for a 4" depth.
Spur on right.

2.52
Reconstruct rolling w

ater dip.
2.55

Reconstruct rolling w
ater dip.

2.60
Reconstruct rolling w

ater dip.
2.62

Existing Sw
itchback

2.65
Reconstruct rolling w

ater dip.
2.70

Reconstruct rolling w
ater dip.

2.72
Reconstruct rolling w

ater dip.
2.75

Reconstruct rolling w
ater dip.

2.80
Reconstruct rolling w

ater dip.
2.83

Reconstruct rolling w
ater dip.

2.85
Rem

ove 1 rolling w
ater dip, reconstruct 1 rolling w

ater dip.
2.90

Existing G
rade dip.

2.93
C

onstruct rolling w
ater dip.

2.95
Rem

ove rolling w
ater dip on the curve.

3.00
Rem

ove rolling w
ater dip, (on the sam

e curve)
3.05

Reconstruct rolling w
ater dip.

3.10
Reconstruct rolling w

ater dip.
3.15

Reconstruct rolling w
ater dip.

3.20
Reconstruct rolling w

ater dip.  Borrow
 source on left.

3.22
Install 4" road base using borrow

 source from
 M

P 3.2.
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3.30
End road reconditioning for N

FSR 66.1.


